INTERIOR

Folding room divider Sets

2.4M -2390mm W x 2007mm H
2. 7M -2690mm W x 2007mm H

4 DOOR SET

Assembly Instructions
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IMPORTANT

About your folding internal room divider set

All products must be installed in accordance with accepted good trade practice (and in accordance with supplied
instructions where applicable), and maintained in accordance with these procedures or else the warranty shall be void.

Important information

* We recommend that a competent tradesperson install this product.

* A single person must never carry out the installation, as some
components are heavy.

Automatic Closures and Operators

* The hardware systems are designed for manual operation. Poorly
adjusted automatic operator closers can import significant destructive
forces to tracks, bearings and stops. Such hardware used in installations
is expressly excluded from warranty terms.

Care of doors and frames on site

- Please check doors and frame at the time of delivery to ensure that
they are acceptable and in good condition, and within 72 hours of delivery.
If you find a component missing or damaged please inform us immediately.
We keep replacement components of most set parts and these can be sent
out to you quickly. This will save you having to re-package and return the
whole set, and allows you to continue with the project. (See pg 3 for
component reference numbers)

- When storing prior to installation, the doors and frames should be handled
with care and stored in a dry, ventilated building. Doors and frames should
be stored flat and on a level surface (not on edge or on end).

- Should you need to store the doors before installation, they
must still be fully inspected and checked for damage or faults
and reported within 72 hours of delivery, repacking if necessary.

- Doors should not be stored or fitted in the building until the wet
trades such as plastering, painting etc. have been completed
and the room is dried out.

Finishing prior to Installation
* See Pre-finishing the wooden parts - Very important:We do not
recommend wax or oil based finishing systems
Trimming
* This internal folding door set is not designed to be trimmed on
site and should be fitted as supplied.
Conditions of Sale
* We shall not be held responsible for any incidental work expenses
arising out of or because of any defect in our product, or bad
workmanship to our product. In the event of the goods having
manufacturing defects and requiring replacement, our liability will be
limited to the value of the door or frame component only. These notes
do not affect your statutory rights with the retailer of this product.

Maintenance

Hardware in buildings is subject to deterioration from everyday
use. We require the following minimum maintenance to be
Jfollowed otherwise the warranty shall be void.
Pivots and Hinges:
A light spray application of a lubricant such as WD40,

followed by a light wipe with a dry cloth to remove excess, is
recommended to all pivots and hinges.

Drop bolts:

Spray application of a suitable lubricant such as WD40 to the sliding pin
inside the bolt is recommended. A tube attached to the nozzle will help
to concentrate the spray where you want it to go.

Frequency:

The procedures mentioned above need to be carried out as often as is
necessary to maintain smooth operation, however we recommend a
minimum frequency of application every 6 months.

Please be careful not to get the lubricants or other liquids above on the
Timber components as may cause staining of the timber:

The properties of timber

No two trees produce identical grains or colour of wood and this adds
to the beauty of a natural product. We therefore cannot guarantee that
all doors and frame components will look exactly the same in grain and
colour. Warping of wood is not a defect if it does not exceed 4mm.

Maintaining the doors and frame

We suggest additional treatment and finishing may be required
periodically to maintain the fine appearance.

Pre-finishing the wooden parts

After you have checked the parts list to ensure you have all the parts ready and all components are in good condition

(replacement parts are available) please carry out the pre-finishing procedure specified.

Please do not proceed with installation or assembly before applying a bigh quality decorative wood coating like clear
Dpolyurethane varnish or woodstain or paint to all the wooden parts as recommended below. It will be difficult for you to
apply the wood coating correctly once the product is assembled and installed. Failure to totally finish the doors and frames
will expose them to the ambient room conditions and will invalidate the guarantee.

* Apply at least 3 coats of the decorative protective wood
coating to all faces, edges and the top and bottom of each
door and the oak door frames, following the wood finish or
paint company's recommendations.

* To enhance the 'Natural Oak' appearance use a clear or
natural interior polyurethane varnish. If you require a
different wood finish choose a wood stain with a varnish
in it or, if using stain only, you need to apply 2 top coats of
clear varnish on top of the stain to adequately protect the

doors and frames.

¢ We do not recommend wax or oil finishing systems such as
linseed oil or teak oil.
Very Important: Do not use steel wool or allow steel or iron fragments to

come into contact with the untreated oak timber as this will cause oxidisation

2

Interior Folding Set






